
ENDURACUBE® AIR FILTERS
STRENGTH AND CAPACITY IN 
EVERY SQUARE INCH
Baldwin Filters’ EnduraCube air filters are designed to protect and last.

Baldwin knows that a failed filter will not protect your engine. So we set out 
to build a filter that will stand up to the most rigorous applications, in the 
harshest environments.

Extensive lab and field testing proves the EnduraCube air filters reliably trap 
and hold dirt throughout the entire service interval. Superior filter design 
provides unfailing protection you can count on to keep your engine running 
at peak performance.

ENDURACUBE AIR FILTERS
PART NUMBER REPLACES SPECIFICATIONS NOTES

CA5790 Freightliner 333648001, DNP610260, 
   P610260, P637497;
Donaldson P618478

Size: 26 1/8 x 5 1/4 x 9 9/32
   (663.6 x 133.4 x 235.7)
A. Gskt.: 1 Included

PA32000 Paccar P621725;
Donaldson P621725, P637453

Size: 19 1/32 x 8 13/32 x 12 3/16
   (483.1 x 213.4 x 309.4)
A. Gskt.: 1 Included

PA32001 IHC 2517298C1, 2602212C1, P616050;
Donaldson P623400, P635170

Size: 10 13/16 x 10 x 8 3/32
   (274.6 x 254.0 x 205.6)
A. Gskt.: 1 Included

Notes: Can be used with
   PA32004 Secondary EnduraCube

PA32002 Freightliner 336867002, 336867010;
Donaldson P616380, P629641

Size: 26 7/32 x 9 5/8 x 10 1/2
   (665.7 x 244.3 x 267.0)
A. Gskt.: 1 Included

PA32003 Paccar P621730;
Donaldson P637454

Size: 19 1/32 x 8 13/32 x 7 9/32
   (483.1 x 213.4 x 184.7)
A. Gskt.: 1 Included

PA32004 IHC 2602211C1 Size: 8 21/32 x 7 23/32 x 11/32
   (219.9 x 196.1 x 8.7)

Use With:
   PA32001 Primary EnduraCube



 WARNING: These products can expose you to chemicals, including Diisononyl Phthalate, Carbon black extracts, Nickel, 1,3 Butadiene, Ethylene Oxide, Epichlorohydrin, which are known to the State of California to 
cause cancer, and Bisphenol-A, Ethylene Glycol, Ethylene Oxide, 1,3 Butadiene, Epichlorohydrin, which are known to the State of California to cause birth defects or other reproductive harm. For more information go to 
www.P65Warnings.ca.gov.
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CROSS-REFERENCE
BALDWIN OE DONALDSON FLEETGUARD FRAM LUBER-FINER WIX
CA5790 P610260 P618478 AF56500 CA11249 LAF6260 49478
PA32000 P621725 P637453 – – LAF6725 WA11058
PA32001 2602212C1 P623400 AF4222 – LAF9104 WA10804
PA32002 336867010 P629641 – – – WA10926
PA32003 P621730 P637454 – – LAF6730A WA11077
PA32004 2602211C1 – – – – –

APPLICATIONS
BALDWIN APPLICATION
CA5790 Freightliner Cascadia with Cat C15, Cummins ISC, ISX X15, Detroit DD13, DD15, DD16, Series 60, Mercedes-Benz MBE 4000 Engines;

Freightliner Cascadia Evolution with Cummins ISX, Detroit DD13, DD15 Engines;
Freightliner Century Class with Detroit DD15 Engine;
Freightliner Columbia with Detroit DD15 Engine;
Freightliner Coronado SD with Cummins ISX, Detroit DD13, DD15, DD16 Engines

PA32000 Kenworth T680 with Cummins ISX, ISX-G, X15, Paccar MX, MX-11, MX-13, PX-9 Engines;
Kenworth T800 with Cummins ISX, X15, Paccar MX-11, MX-13, PX-9 Engines;
Kenworth T880 with Cummins ISL-G, ISX, X15, Paccar MX-11, MX-13, PX-9 Engines;
Kenworth W990 with Cummins ISX, X15, Paccar MX-13 Engines;
Peterbilt 567 with Cummins ISL-G, ISX, X15, Paccar MX-11, MX-13, PX-9 Engines;
Peterbilt 579 with Cummins ISX, X15, Paccar MX, MX-11, MX-13, PX-9 Engines

PA32001 (Pri)
PA32004 (Sec)

International 4300 with Cummins B6.7, ISB, L9, Navistar MaxxForce 7, DT Engines;
International 4300LP with Cummins B6.7, ISB Engines;
International 4400 DuraStar with Cummins ISB, ISL, L9, Navistar MaxxForce 9, DT, N9 Engines;
International 4400LP with Navistar NP Engine;
International 7300 with Cummins ISB Engine;
International DuraStar with Navistar DT466 Engine;
International HV607 with Cummins ISL, L9 Engines;
International MV607 with Cummins B6.7, ISB, ISL, L9 Engines;
International TerraStar with Navistar MaxxForce 7 Engine

PA32002 Freightliner 122SD with Cummins ISX, X15, Detroit DD13, DD15, DD16 Engines;
Freightliner Cascadia with Cummins ISX, Detroit DD15 Engine; 
Freightliner Coronado with Cummins ISX, X15, Detroit DD13, DD15, DD16 Engines;
Freightliner Coronado SD with Cummins ISX, X15, Detroit DD13, DD15, DD16 Engines;
Western Star 5700XE with Detroit DD13, DD15, DD16 Engines;
Western Star 6900XD with Detroit DD16 Engines

PA32003 Kenworth 567 with Cummins ISX, ISL-G, X15, Paccar MX-11, MX-13, PX-9 Engines;
Kenworth 579 with Cummins ISX, Paccar MX-11, MX-13, PX-9 Engines;
Kenworth T680 with Cummins ISX, ISX-G, Paccar MX-13 Engines;
Kenworth T880 with Cummins ISX, ISL-G, X15, Paccar MX-11, MX-13, PX-9 Engines


